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                 Liquid Leather
Liquid Leather is a state-of-art, high solids two-component urethane clear topcoat which combines a very low sheen and a soft luxurious feel to provide a top quality finish.  Leather Feel Finish is tough and abrasion resistant. Leather Feel Finish can be used over all topcoats and sanded material. This Clear offers excellent burnish, scratch and mar resistant properties.

Liquid Leather is great for use on trim accents, interiors, helmets, etc. You are only limited by your imagination.

Application Data
	Code
	Product
	Purpose

	Any
	Pre Cleaner
	Suitable for removing dirt, grease or other contaminants before or during the painting process.


Selection of
Substance Cleaner:

4
	  LL 103
	       LL 203
	Any DT Reducer
	               LL303/Gallon

	      10
	           1.5
	             3
	                       4oz.


Mixing Ratio:

Pot Life @ 70oF / 50% RH:

1-2 hours





High Heat and humidity will shorten pot life.
	  
	               HVLP
	           CONVENTIONAL

	Fluid Tip (0.055 fluid tip):
	         1.4 - 1.7 mm
	                 1.4 – 1.8 mm

	Air Pressure:
	      10 PSI at the cap
	          45 – 50 PSI at the gun


Spray Gun Set-up:

Pressure Pot Set-up:


15-18 PSI






1.2 mm 0.046 fluid tip

Number of Coats:


2 full wet coats (with 10 – 15 min. flash time between coats)
Flash Off @ 20oC


10 minutes

Before Stoving:
Dry Times:



Dust-free:

15 minutes






Tape Time:






68oF (20oC)

 2 hours






180oF (82oC)

30 minutes (with 10 minutes flash before baking)






Overcoat/Recoat:






at 70oF (21oC)

 6 hours (max before sanding is required)

*Stoving times are for quoted metal temperature.  Additional time should be allowed in the force drying schedule to allow metal to reach recommended temperature.
